
 

 

 

 

KEYBOARDS FOR ALL ENVIROMENTS 

 Internal and external keyboards 

 Spy-proof ashtray style 

 Scramble keyboard 

 Available with integral card reader 

 Backlit vandal resistant style 

 Integral sounder  

 Connect directly to P1 or P3 range of 

controllers 
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Introduction 
The Progeny range of keyboards are available in a 

wide variety of styles to meet aesthetic, 

environmental and security needs. 

2040 KB 2000 

This traditional “Spy-proof” keyboard allows covert 

entry of an access code.  The design provides a top 

quality product along with architecturally pleasing 

aesthetics.  The heavy gauge chrome plated front is 

7mm thick and is bright polished to mirror finish.  

This provides a top quality feel and a comfortable 

edge to rest the hand whilst entering the code.  The 

buttons are computer style buttons easy to see and 

use with a clear and decisive tactile feel. 

The contacts of the switches are gold plated for 

reliability and the keyboard includes LED and 

buzzer for indication.  As an option a key-switch 

may be fitted within the unit to allow easy 

programming or override. 

SPECIFICATION 

Supply Voltage   +12V 

Current consumption  30mA @ 12V DC 

Operating Temperature 0°C to +40°C 

Expected Life  500,000 Key presses 

Cable type   10 Core Screened 

Maximum cable length 100 metres 

 

2121 TELEPHONE STYLE  VR KB 

This is a tough weatherproof and vandal resistant 

keyboard.  Ideal for public outdoor applications.  

The back lit keys make access code entry in the 

dark easy.  Integral sounder gives key beep and 

PDO alarm function. 

SPECIFICATION 

Supply Voltage   +12V 

Current consumption  30mA @ 12V DC 

Operating Temperature -40°C to +60°C 

Expected Life  1,000,000 Key presses 

Cable type   10 Core Screened 

Maximum cable length 100 metres 

 

2011 SCRAMBLE KB 

The Scramble KB interface to the P1 & P3 

controllers in much the same way as any other 

Progeny KB, but provides much greater security by 

ensuring that only the person using the keypad can 

see which numbers are being entered.  In addition, 

the numbers behind each key are moved randomly 

each time the keyboard is used. 

SPECIFICATION 

   Min    -    Max 

Supply Voltage   +8           +12V 

Current (Display Off) 100mA     240mA  

Current (Display On) 280mA     350mA 

Operating Temperature -15°C       +50°C 

Cable type   10 Core Screen 

Maximum cable length 100 metres 

Dimensions  137x106x52 mm 

Product Codes 

Description Code 

Spy proof Keypad (KB 2000) 2040 

Spy proof keyboard with Magnetic Stripe 
Reader 

2087 

Telephone Style Vandal Resistant Keyboard 2121 

Scramble Keyboard  
(available in surface or flush mount styles) 

2011 

 


